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                            TLA Series
SPECIFICATIONS
Model

TLA-12� (Dual� 12″� 2way� full� range

line� source� system)

Power� Handling 800W� RMS� /� 1600W� Program

Frequency� response 43~19KHz

Average� Sensitivity 113dB

Max� SPL 148dB� (1box)

Nominal� Impedance 8Ω

Nominal�

Directivity(-6dB)
110°(H)� x� 5°(v)� a� bove� 750Hz

Low� Frequency� Driver
Custom� made� 2×12″� Beyma� driver� /

Neodymium� magnet,� 4”� Titanium� Voice� coil

High� Frequency� Driver
Custom� made� 2×3� Beyma� driver� /

Neodymium� magnet,� 3”� Titanium� Voice� coil

Flying� Hardware Integrated� Rigging

Connectors 2x� NEUTRIK� Speakon®� NL4MP� (1+/1-)

Cabinet
CNC� made� with� tongue� and� grove�

assembly� 18&25mm� birch� plywood

Finish
Touring� grade� textured� black� mat�

rubberized� coating

Dimensions 975� x� 360� x� 460mm

Weight 46kg� net,� 52kg� gross

TLA-12

Images

Detail
TLA� is� specially� designed� for� large� scale� concert� halls.� They� feature� perfect� low-pitched� sound� playing� from� 4”�

(100mm)� Neodymium� driver� and� powerful� magnet.� In� particular,� the� low-pitched� unit� designed� by� our� own�

special� coating� remains� intact� without� any� transformation� over� time,� and� it� is� designed� to� have� the� excellent�

performance� in� spite� of� an� amplifier’s� degradation.� In� addition,� its� 3”� titanium-compressed� driver� applied� in�

medium� and� upper� range� and� network� design� superiorly� play� sounds� in� order� for� audiences� to� be� able� to� be�

fascinated� by� acoustic� performance� surrounded� by� plentiful� low-pitched� sounds� and� natural� and� clear�

performance.� Also,� an� enclosure� designed� with� specially-bonded� plywood� doesn’t� generate� unnecessary�

resonance� around� speakers.� The� TLA� series� is� designed� to� be� one� with� the� TLA-181� Sub-Woofer.
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                            TK Series

SPECIFICATIONS
Model TK-802� (8″� 2way� full� range� system)

Power� Handling 200W� (Cont)� /� 400W� (Prog)� /� 800� (Peak)

Frequency� Range 50Hz� -20KHz

Frequency� Response 58Hz� -19KHz

Average� Sensitivity 95dB(W/m)

Max� SPL 116dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 90º(H)� x� 50º(V)� Horn� Rotable

Low� Frequency� Driver
Titanium� Diaphragm� 50mm(2″)� Coil

/� 200mm(8″)� woofer

High� Frequency� Driver
Titanium� diaphragm� 34mm(1.4″)

Coil� Compression� driver

Flying� Hardware 20� x� M8� points

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Floor� Monitor� Use Yes,� 2� angles.

Pole� Mount 35mm� pot

Enclosure
CNC� made� with� tongue� and

grove� assembly� 17mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 288mm(W)×477mm(H)×275mm(D)

Weight 15.5kg� net

TK-802

Images

Detail
TK-802� is� specially� designed� for� small� medium-size� concert� halls.� They� feature� perfect� low-pitched� sound� playing�

from� 2”� (50mm)� titanium� driver� and� powerful� magnet.� In� particular,� the� low-pitched� unit� designed� by� our� own�

special� coating� remains� intact� without� any� transformation� over� time,� and� it� is� designed� to� have� the� excellent�

performance� in� spite� of� an� amplifier’s� degradation.� In� addition,� its� 1.4”� titanium-compressed� driver� applied� in�

medium� and� upper� range� and� network� design� superiorly� play� sounds� in� order� for� audiences� to� be� able� to� be�

fascinated� by� acoustic� performance� surrounded� by� plentiful� low-pitched� sounds� and� natural� and� clear�

performance.� Also,� an� enclosure� designed� with� specially-bonded� plywood� doesn’t� generate� unnecessary�

resonance� around� speakers.
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                            TK Series

SPECIFICATIONS
Model TK-102� (10″� 2way� full� range� system)

Power� Handling 300W� (Cont)� /� 600W� (Prog)� /� 1200� (Peak)

Frequency� Range 49Hz� -20KHz

Frequency� Response 58Hz� -18KHz

Average� Sensitivity 98dB(W/m)

Max� SPL 122dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 90º(H)� x� 50º(V)� Horn� Rotable

Low� Frequency� Driver
Titanium� Diaphragm� 65mm(2.5″)� Coil

/� 260mm(10″)� woofer

High� Frequency� Driver
Titanium� diaphragm� 34mm(1.4″)� Coil�

Compression� driver

Flying� Hardware 20� x� M8� points

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Floor� Monitor� Use Yes,� 2� angles.

Pole� Mount 35mm� pot

Enclosure
CNC� made� with� tongue� and

grove� assembly� 17mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 315mm(W)×510mm(H)×305mm(D)

Weight 17.5kg� net

TK-102

Images

Detail
TK-102� is� specially� designed� for� small� medium-size� concert� halls.� They� feature� perfect� low-pitched� sound� playing�

from� 2.5”� (65mm)� titanium� driver� and� powerful� magnet.� In� particular,� the� low-pitched� unit� designed� by� our�

own� special� coating� remains� intact� without� any� transformation� over� time,� and� it� is� designed� to� have� the�

excellent� performance� in� spite� of� an� amplifier’s� degradation.� In� addition,� its� 1.4”� titanium-compressed� driver�

applied� in� medium� and� upper� range� and� network� design� superiorly� play� sounds� in� order� for� audiences� to� be�

able� to� be� fascinated� by� acoustic� performance� surrounded� by� plentiful� low-pitched� sounds� and� natural� and�

clear� performance.� Also,� an� enclosure� designed� with� specially-bonded� plywood� doesn’t� generate� unnecessary�

resonance� around� speakers.
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                            TK Series

SPECIFICATIONS
Model TK-122� (12″� 2way� full� range� system)

Power� Handling 400W� (Cont)� /� 800W� (Prog)� /� 1600� (Peak)

Frequency� Range 32Hz� -20KHz

Frequency� Response 47Hz� -18KHz

Average� Sensitivity 101dB(W/m)

Max� SPL 129dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 80º(H)� x� 45º(V)� Horn� Rotable

Low� Frequency� Driver
Titanium� Diaphragm� 75mm(3″)� Coil�

/� 310mm(12″)� woofer

High� Frequency� Driver
Titanium� diaphragm� 44mm(1.75″)� Coil�

Compression� driver

Flying� Hardware 20� x� M8� points

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Floor� Monitor� Use Yes,� 2� angles.

Pole� Mount 35mm� pot

Enclosure
CNC� made� with� tongue� and

grove� assembly� 17mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 370mm(W)×605mm(H)×400mm(D)

Weight 26.5kg� net

TK-122

Images

Detail
TK-122� is� specially� designed� for� a� small-size� concert� hall.� TK� series� feature� perfect� low-pitched� sound� playing�

from� 3”� (75mm)� titanium� driver� and� powerful� magnet.� In� particular,� the� low-pitched� unit� designed� by� their�

own� special� coating� remains� intact� without� any� transformation� over� time,� and� it� is� designed� to� have� the�

excellent� performance� in� spite� of� an� amplifier’s� degradation.� Furthermore,� its� 1.75”� titanium-compressed� driver�

applied� in� medium� and� upper� range� and� network� design� superiorly� paly� sounds� in� order� for� audiences� to� be�

able� to� be� fascinated� by� acoustic� performance� surrounded� by� plentiful� low-pitched� sounds� and� natural� and�

clear� performance.� Also,� an� enclosure� designed� with� specially-bonded� plywood� doesn’t� generate� unnecessary�

resonance� around� speakers.
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                            TK Series

SPECIFICATIONS
Model TK-152� (15″� 2way� full� range� system)

Power� Handling 500W(Cont)� /� 1000W(Prog)� /� 2000(Peak)

Frequency� Range 35Hz� -20KHz

Frequency� Response 43Hz� -19KHz

Average� Sensitivity 103dB(W/m)

Max� SPL 133dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 80º(H)� x� 45º(V)� Horn� Rotable

Low� Frequency� Driver
Titanium� Diaphragm� 100mm(4″)� Coil

/� 380mm(15″)� woofer

High� Frequency� Driver
Titanium� diaphragm� 75mm(3″)� Coil�

Compression� driver

Flying� Hardware 20� x� M8� points

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Floor� Monitor� Use Yes,� 2� angles.

Pole� Mount 35mm� pot

Enclosure
CNC� made� with� tongue� and

grove� assembly� 17mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 450mm(W)×717mm(H)×430mm(D)

Weight 32.5kg� net

TK-152

Images

Detail
TK-152� is� specially� designed� for� small� medium-size� concert� halls.� They� feature� perfect� low-pitched� sound� playing�

from� 4”� (100mm)� titanium� driver� and� powerful� magnet.� In� particular,� the� low-pitched� unit� designed� by� our�

own� special� coating� remains� intact� without� any� transformation� over� time,� and� it� is� designed� to� have� the�

excellent� performance� in� spite� of� an� amplifier’s� degradation.� In� addition,� its� 3”� titanium-compressed� driver�

applied� in� medium� and� upper� range� and� network� design� superiorly� play� sounds� in� order� for� audiences� to� be�

able� to� be� fascinated� by� acoustic� performance� surrounded� by� plentiful� low-pitched� sounds� and� natural� and�

clear� performance.� Also,� an� enclosure� designed� with� specially-bonded� plywood� doesn’t� generate� unnecessary�

resonance� around� speakers.
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                            TK Series
SPECIFICATIONS
Model TK-153� (15″� 3way� full� range� system)

Power� Handling 500W� (Cont)/� 1000W� (Prog)/� 2000(Peak)

Frequency� Range 35Hz� -20KHz

Frequency� Response 43Hz� -19KHz

Average� Sensitivity 103dB(W/m)

Max� SPL LF� 131dB� /� MF+HF� 136dB

Nominal� Impedance LF� 8Ω� /� MF+HF� 16Ω

Nominal� Directivity 90º(H)� x� 40º(V)� Horn� Rotable

Low� Frequency� Driver
Titanium� Diaphragm� 75mm(3″)� Coil

/� 380mm(15″)� woofer

Mid� Frequency� Driver
Titanium� diaphragm� 50mm(2″)� Coil�

/� 170mm(6.5″)� woofer

High� Frequency� Driver
Titanium� diaphragm� 44mm(1.75″)� Coil�

Compression� driver

Flying� Hardware 20� x� M8� points

Connectors 2� x� Speakon®� NL4MP

Connections LF� 1(+)1(-)� MF+HF� 2(+)2(-)

Enclosure
CNC� made� with� tongue� and

grove� assembly� 17mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 443mm(W)×814mm(H)×469mm(D)

Weight 38kg� net

TK-153

Images

Detail
TK-153� is� specially� designed� for� small� medium-size� concert� halls.� They� feature� perfect� low-pitched� sound� playing�

from� 3”� (75mm)� titanium� driver� and� powerful� magnet.� In� particular,� the� low-pitched� unit� designed� by� our� own�

special� coating� remains� intact� without� any� transformation� over� time,� and� it� is� designed� to� have� the� excellent�

performance� in� spite� of� an� amplifier’s� degradation.� In� addition,� its� 1.75”� titanium-compressed� driver� applied� in�

medium� and� upper� range� and� network� design� superiorly� play� sounds� in� order� for� audiences� to� be� able� to� be�

fascinated� by� acoustic� performance� surrounded� by� plentiful� low-pitched� sounds� and� natural� and� clear�

performance.� Also,� an� enclosure� designed� with� specially-bonded� plywood� doesn’t� generate� unnecessary�

resonance� around� speakers.
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                            TK Series

SPECIFICATIONS
Model TK-252� (Dual� 15″� 2way� full� range� system)

Power� Handling 1000W(Cont)� /� 2000W(Prog� /� 4000(Peak)

Frequency� Range 35Hz� -20KHz

Frequency� Response 42Hz� -19KHz

Average� Sensitivity 104dB(W/m)

Max� SPL 137dB(PEAK/1M� ±3dB)

Nominal� Impedance 4Ω

Nominal� Directivity 80º(H)� x� 45º(V)� Horn� Rotable

Low� Frequency� Driver
Titanium� Diaphragm� 100mm(4″)� Coil�

/� 380mm(15″)� woofer

High� Frequency� Driver
Titanium� diaphragm� 75mm(3″)� Coil�

Compression� driver

Flying� Hardware 20� x� M8� points

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Floor� Monitor� Use No

Pole� Mount None

Enclosure
CNC� made� with� tongue� and

grove� assembly� 17mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 450mm(W)×1210mm(H)×500mm(D)

Weight 60.5kg� net

TK-252

Images

Detail
TK-252� is� specially� designed� for� small� medium-size� concert� halls.� They� feature� perfect� low-pitched� sound� playing�

from� 4”� (100mm)� titanium� driver� and� powerful� magnet.� In� particular,� the� low-pitched� unit� designed� by� our�

own� special� coating� remains� intact� without� any� transformation� over� time,� and� it� is� designed� to� have� the�

excellent� performance� in� spite� of� an� amplifier’s� degradation.� In� addition,� its� 3”� titanium-compressed� driver�

applied� in� medium� and� upper� range� and� network� design� superiorly� play� sounds� in� order� for� audiences� to� be�

able� to� be� fascinated� by� acoustic� performance� surrounded� by� plentiful� low-pitched� sounds� and� natural� and�

clear� performance.� Also,� an� enclosure� designed� with� specially-bonded� plywood� doesn’t� generate� unnecessary�

resonance� around� speakers.
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                            TK Series
SPECIFICATIONS
Model TK-181� (18″� Single� Subwoofer)

Power� Handling 800W(Cont)� /� 1600W(Prog)� /� 3200(Peak)

Frequency� Range 25Hz� -650KHz

Frequency� Response 38Hz� -500KHz

Average� Sensitivity 104dB(W/m)

Max� SPL 135dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Low� Frequency� Driver
Titanium� Diaphragm� 100mm(4″)� Coil�

/� 460mm(18″)� woofer

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Enclosure
CNC� made� with� tongue� and� grove�

assembly� 15mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 586mm(W)×708mm(H)×735mm(D)

Weight 54kg� net

TK-181

Images

Detail
TK-181� is� a� 18”� single� sub-woofer� in� a� system� of� “Back� Road� Horn”� designed� to� play� shocking� and� deep� low�

pitched� frequency� from� 4”� (100mm)� titanium� driver� and� powerful� magnet.� It� expresses� intensive� power� in� a�

concert� hall� and� club� requiring� the� extreme-level� base.� Moreover,� a� 460mm� specially-coated� unit� remains� intact�

without� any� transformation� after� a� long� time� and� is� designed� not� to� be� damaged� during� the� powerful�

low-pitched� sound� playing.
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                            TK Series
SPECIFICATIONS
Model TK-10M� (10″� Coaxial� Monitor� system)

Power� Handling 250W� (Cont)� /� 500W� (Prog)� /� 1000� (Peak)

Frequency� Range 45Hz� -20KHz

Frequency� Response 58Hz� -19KHz

Average� Sensitivity 98dB(W/m)

Max� SPL 123dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 80º

Low� Frequency� Driver
Titanium� Diaphragm� 65mm(2.5″)� Coil�

/� 260mm(10″)� woofer

High� Frequency� Driver
Titanium� Diaphragm� 34mm(1.4″)� Coil�

Compression� driver

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Enclosure
CNC� made� with� tongue� and

grove� assembly� 15mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 356mm(W)×447mm(H)×293mm(D)

Weight 13kg� net

TK-10M

Images

Detail
TK-10M� and� TK� monitor� speakers� provide� solid� and� deep� base� sounds� that� have� never� been� heard� from� other�

monitors.� Their� medium-to-high� frequency� range� applied� with� 1.4”� titanium-compressed� driver� establishes� the�

best� monitoring� environment� for� professional� performers� with� clear� and� even� sound� pressure.� Also,� an�

enclosure� designed� with� specially-bonded� plywood� controls� unnecessary� resonance� for� stages.
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                            TK Series
SPECIFICATIONS
Model

TK-122M

(12″� 2way� full� range� Monitor� system)

Power� Handling 400W� (Cont)� /� 800W� (Prog)� /� 1600� (Peak)

Frequency� Range 42Hz� -20KHz

Frequency� Response 50Hz� -19KHz

Average� Sensitivity 101dB(W/m)

Max� SPL 127dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 80º(H)� x� 60º(V)� Horn� Rotable

Low� Frequency� Driver
Titanium� Diaphragm� 75mm(3″)� Coil�

/� 310mm(12″)� woofer

High� Frequency� Driver
Titanium� diaphragm� 44mm(1.75″)� Coil�

Compression� driver

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Enclosure
CNC� made� with� tongue� and

grove� assembly� 17mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 652mm(W)×342mm(H)×482mm(D)

Weight 22.5kg� net

TK-122M

Images

Detail
TK-122M� monitor� speakers� provide� solid� and� deep� base� sounds� that� have� never� been� heard� from� other�

monitors.� Their� medium-to-high� frequency� range� applied� with� 1.75”� titanium-compressed� driver� establishes� the�

best� monitoring� environment� for� professional� performers� with� clear� and� even� sound� pressure.� Also,� an�

enclosure� designed� with� specially-bonded� plywood� controls� unnecessary� resonance� for� stages.
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                            TK Series
SPECIFICATIONS
Model

TK-152M�

(15″� 2way� full� range� Monitor� system)

Power� Handling 450W� (Cont)� /� 900W� (Prog)� /� 1800� (Peak)

Frequency� Range 35Hz� -20KHz

Frequency� Response 45Hz� -19KHz

Average� Sensitivity 102dB(W/m)

Max� SPL 130dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 70º(H)� x� 45º(V)� Horn� Rotable

Low� Frequency� Driver
Titanium� Diaphragm� 100mm(4″)� Coil�

/� 380mm(15″)� woofer

High� Frequency� Driver
Titanium� diaphragm� 75mm(3″)� Coil�

Compression� driver

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Enclosure
CNC� made� with� tongue� and

grove� assembly� 17mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 750mm(W)×407mm(H)×522mm(D)

Weight 34.5kg� net

TK-152M

Images

Detail
TK-152M� monitor� speakers� provide� solid� and� deep� base� sounds� that� have� never� been� heard� from� other�

monitors.� Their� medium-to-high� frequency� range� applied� with� 3”� titanium-compressed� driver� establishes� the� best�

monitoring� environment� for� professional� performers� with� clear� and� even� sound� pressure.� Also,� an� enclosure�

designed� with� specially-bonded� plywood� controls� unnecessary� resonance� for� stages.
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                            AK Series
SPECIFICATIONS
Model AK-12� (12″� 2way� full� range� system)

Power� Handling 450W� (Cont)� /� 900W� (Prog)� /� 1800� (Peak)

Frequency� Range 35Hz� -20KHz

Frequency� Response 43Hz� -20KHz

Average� Sensitivity 101dB(W/m)

Max� SPL 129dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 80º(H)� x� 70º(V)

Low� Frequency� Driver
75mm(3″)� Compression� driver� Coil�

/� 310mm(12″)� woofer

High� Frequency� Driver 44mm(1.75″)� Compression� driver� Coil

Flying� Hardware 20� x� M8� points

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Pole� Mount 35mm� pot

Enclosure
CNC� made� with� tongue� and

grove� assembly� 15mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 350mm(W)×600mm(H)×380mm(D)

Weight 23.5kg� net

AK-12
AK-12B

AK-12G

Images

Detail
AK-12� is� a� specially-designed� speaker� system� for� individual� musicians� who� are� playing� in� a� poor� environment.� AK� series�

feature� deep� and� powerful� low-pitched� sounds� from� 3”� medium-size� compressed� driver� and� the� power� of� 190mm� strong�

magnet� in� spite� of� a� small� speaker� system.� Manufactured� with� HAMMER� SPEAKER’s� special� coating� method,� a� 310mm� unit� is�

stable� and� not� damaged� by� long� hours� of� playing,� and� its� surround� softness� shows� the� smooth� and� fantastic� control� in�

terms� of� strong� low-pitched� sound� playing.� Its� suitable� 1.75”� high-pitched� sound-compressed� driver� and� accurate� network�

design� superiorly� play� sounds� in� order� for� audiences� to� be� able� to� be� fascinated� by� acoustic� performance� surrounded� by�

plentiful� low-pitched� sounds� and� natural� and� clear� performance.� Also,� an� enclosure� designed� with� specially-bonded� plywood�

controls� unnecessary� resonance� for� stages.� The� powerful� sound� of� AK-12� starts� from� other� models� manufactured� by� our�

design� and� is� well-received� by� a� lot� of� musicians.
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                            AK Series
SPECIFICATIONS
Model AK-12NT� (15″� 2way� full� range� system)

Power� Handling 450W� (Cont)� /� 900W� (Prog)� /� 1800� (Peak)

Frequency� Range 35Hz� -20KHz

Frequency� Response 43Hz� -20KHz

Average� Sensitivity 101dB(W/m)

Max� SPL 129dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 80º(H)� x� 70º(V)

Low� Frequency� Driver
75mm(3″)� Compression� driver� Coil�

/� 310mm(12″)� woofer� /190mm�magnet

High� Frequency� Driver 44mm(1.75")� Compression� driver� Coil�

Flying� Hardware 17� x� M8� points

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Pole� Mount 35mm� pot

Enclosure
CNC� made� with� tongue� and

grove� assembly� 15mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 360mm(W)×590mm(H)×410mm(D)

Weight 21.7kg� net

AK-12NT

Images

Detail
AK-12NT� is� a� specially-designed� speaker� system� for� individual� musicians� who� are� playing� in� a� poor� environment.� AK� series�

feature� deep� and� powerful� low-pitched� sounds� from� 3”� medium-size� compressed� driver� and� the� power� of� 190mm� strong�

magnet� in� spite� of� a� small� speaker� system.� Manufactured� with� HAMMER� SPEAKER’s� special� coating� method,� a� 310mm� unit� is�

stable� and� not� damaged� by� long� hours� of� playing,� and� its� surround� softness� shows� the� smooth� and� fantastic� control� in�

terms� of� strong� low-pitched� sound� playing.� Its� suitable� 1.75”� high-pitched� sound-compressed� driver� and� accurate� network�

design� superiorly� play� sounds� in� order� for� audiences� to� be� able� to� be� fascinated� by� acoustic� performance� surrounded� by�

plentiful� low-pitched� sounds� and� natural� and� clear� performance.� Also,� an� enclosure� designed� with� specially-bonded� plywood�

controls� unnecessary� resonance� for� stages.� The� powerful� sound� of� AK-12� starts� from� other� models� manufactured� by� our�

design� and� is� well-received� by� a� lot� of� musicians.
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                            AK Series
SPECIFICATIONS
Model AK-15NT� (15″� 2way� full� range� system)

Power� Handling 450W� (Cont)� /� 900W� (Prog)� /� 1800� (Peak)

Frequency� Range 39Hz� -20KHz

Frequency� Response 45Hz� -20KHz

Average� Sensitivity 102dB(W/m)

Max� SPL 133dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 80º(H)� x� 70º(V)

Low� Frequency� Driver
75mm(3″)� Compression� driver� Coil�

/� 310mm(12″)� woofer� /190mm�magnet

High� Frequency� Driver 75mm(3")� Compression� driver� Coil�

Flying� Hardware 12� x� M8� points

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Pole� Mount 35mm� pot

Enclosure
CNC� made� with� tongue� and

grove� assembly� 15mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 440mm(W)×725mm(H)×510mm(D)

Weight 32.2kg� net

AK-15NT

Images

Detail
AK-15NT� is� a� specially-designed� speaker� system� for� individual� musicians� who� are� playing� in� a� poor� environment.� AK� series�

feature� deep� and� powerful� low-pitched� sounds� from� 3”� medium-size� compressed� driver� and� the� power� of� 190mm� strong�

magnet� in� spite� of� a� small� speaker� system.� Manufactured� with� HAMMER� SPEAKER’s� special� coating� method,� a� 380mm� unit� is�

stable� and� not� damaged� by� long� hours� of� playing,� and� its� surround� softness� shows� the� smooth� and� fantastic� control� in�

terms� of� strong� low-pitched� sound� playing.� Its� suitable� 3”� high-pitched� sound-compressed� driver� and� accurate� network� design�

superiorly� play� sounds� in� order� for� audiences� to� be� able� to� be� fascinated� by� acoustic� performance� surrounded� by� plentiful�

low-pitched� sounds� and� natural� and� clear� performance.� Also,� an� enclosure� designed� with� specially-bonded� plywood� controls�

unnecessary� resonance� for� stages.� The� powerful� sound� of� AK-12� starts� from� other� models� manufactured� by� our� design� and� is�

well-received� by� a� lot� of� musicians.
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                            AK Series
SPECIFICATIONS
Model AK-15B� (15″� Single� Subwoofer)

Power� Handling 500W(Cont)� /� 1000W(Prog)� /� 2000(Peak)

Frequency� Range 30Hz� -250KHz

Frequency� Response 46Hz� -180KHz

Average� Sensitivity 100dB(W/m)

Max� SPL 128dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 80º(H)� x� 70º(V)

Low� Frequency� Driver 100mm(4″)� Coil� /� 380mm(15″)� woofer

Flying� Hardware 20� x� M8� points

Connectors 2� x� Speakon®� NL4MP� (1+/1-� Input� &� Link)

Enclosure
CNC� made� with� tongue� and� grove�

assembly� 15mm�MDF

Finish Touring� grade� textured� black� Paint� coating

Dimensions 560mm(W)×690mm(H)×600mm(D)

Weight 43.5kg� net

AK-15B

Images

Detail
In� spite� of� a� small� sub-woofer,� AK� 15B� is� a� 15”� single� sub-woofer� in� a� system� of� “Back� Road� Horn”� designed�

to� play� shocking� and� deep� low� pitched� frequency� from� 4”� (100mm)� titanium� driver� and� 220mm� powerful�

magnet.� It� expresses� intensive� power� in� a� concert� hall� and� club� requiring� the� extreme-level� base.� Moreover,� a�

380mm� specially-coated� unit� remains� intact� without� any� transformation� after� a� long� time� and� is� designed� hard�

to� be� damaged� during� the� powerful� low-pitched� sound� playing.
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                            AK Series
SPECIFICATIONS
Model

AK-12MP� (12″� 2way� full� range� Active�

Monitor� system)

Power� Handling 600W

Frequency� Range 43Hz� -20KHz

Frequency� Response 55Hz� -19KHz

Average� Sensitivity 98dB(W/m)

Max� SPL 128dB(PEAK/1M� ±3dB)

Nominal� Impedance 8Ω

Nominal� Directivity 90º(H)� x� 60º(V)� Horn� Rotable

Low� Frequency� Driver
Titanium� Diaphragm� 75mm(3″)� Coil�

/� 310mm(12″)� woofer

High� Frequency� Driver
Titanium� diaphragm� 44mm(1.75″)� Coil�

Compression� driver

Connectors 2� x� XLR� Female

Enclosure
CNC� made� with� tongue� and� grove�

assembly� 15mm� birch� plywood

Finish Touring� grade� textured� black� Paint� coating

Dimensions 450mm(W)×390mm(H)×550mm(D)

Weight 24.5kg� net

AK-12MP

Images

Detail
AK-powered� speakers� are� the� latest� technology-applied� near-to-perfect� D-class� amplification� output� system,�

which� is� applied� to� reinforce� low-pitched� sound� heating� amplification� that� experienced� a� lack� of� D-class�

amplification.� Therefore,� the� 75mm� titanium� diaphragm� is� applied� into� our� speakers� even� though� they� are� a�

small� active� speaker� system� and� offers� solid� and� deep� base� sounds� that� have� never� been� heard� from� other�

powered� monitors.� Also,� their� medium-to-high� frequency� range� applied� with� 1.75”� titanium-compressed� driver�

establishes� the� best� monitoring� environment� for� professional� performers� with� clear� and� even� sound� pressure.

 



- 23 -



- 24 -

                            Power Amp
SPECIFICATIONS
Model DB� 2100

8Ω/Stereo 2� ×� 1000W

4Ω/Stereo 2� ×� 1700W

2Ω/Stereo 2� ×� 2890W

8Ω/Bridge 3400W

4Ω/Bridge 5780W

Output� Voltage� RMS 89.4V

Slew� rate 50V/us

Sensitivity Selectable� 29dB~58dB

THD+N 0.01%

IMD-SMPTE 0.01%

DIME30 0.01%

Cross-talk ≥90dB

Damp� factor ≥5000

SNR ≥110dB

Main� power 90~260VAC,� 50~60Hz

Protection
Under� voltage,� DC,� temperature,

over� load� limiter,� Short� protection

Size� (W×H×D) 483×44×370mm

Net� weight 9kg

DB-2100

Images

Detail
The� DB� Series� Power� Amplifier� is� the� perfect� new� model� for� D� class� amplification.� Close� to� perfect�

reinforcement� of� low� frequency� amplification,� which� has� been� lacking� in� D� class� amplification,� is� now� ushering�

in� a� new� amplifier� era.� The� 1U� compact,� lightweight� DB� series� amplifier� has� a� full-speed� protection� system� for�

overheating,� overload,� DC� output,� etc.,� and� each� model� includes� an� independent� logic� wide-area� power� supply�

designed� to� provide� a� good� solution� for� all� kinds� of� power� requirements.� The� DB� Series� Power� Amplifier� used�

the� world’s� best� parts.
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                            Power Amp
SPECIFICATIONS
Model DB� 2015

8Ω/Stereo 2� ×� 1500W

4Ω/Stereo 2� ×� 2550W

2Ω/Stereo 2� ×� 3570W

8Ω/Bridge 5100W

4Ω/Bridge 7140W

Output� Voltage� RMS 109.5V

Slew� rate 50V/us

Sensitivity Selectable� 32dB~41dB

THD+N 0.01%

IMD-SMPTE 0.01%

DIME30 0.01%

Cross-talk ≥90dB

Damp� factor ≥5000

SNR ≥110dB

Main� power 90~260VAC,� 50~60Hz

Protection
Under� voltage,� DC,� temperature,

over� load� limiter,� Short� protection

Size� (W×H×D) 483×44×370mm

Net� weight 9kg

DB-2015

Images

Detail
The� DB� Series� Power� Amplifier� is� the� perfect� new� model� for� D� class� amplification.� Close� to� perfect�

reinforcement� of� low� frequency� amplification,� which� has� been� lacking� in� D� class� amplification,� is� now� ushering�

in� a� new� amplifier� era.� The� 1U� compact,� lightweight� DB� series� amplifier� has� a� full-speed� protection� system� for�

overheating,� overload,� DC� output,� etc.,� and� each� model� includes� an� independent� logic� wide-area� power� supply�

designed� to� provide� a� good� solution� for� all� kinds� of� power� requirements.� The� DB� Series� Power� Amplifier� used�

the� world’s� best� parts.


